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EXTERNAL WALL CONSTRUCTION (U-Value 0.18)
- Brickwork to match existing;

- 100mm cavity comprising 10mm residual cavity and;
- 90mm Celotex Thermaclass Cavity Wall 21  (or equal);

- Ancon ST1 225mm wall ties (or equal) in staggered pattern;
- Thermolite internal block-work leaf min. 3.6N blocks;

- Weepholes installed at 450mm centres;
- 12.5mm Gyproc wallboard (or equal) on dabs;

- 3mm skim coat plaster finish;
- Paint finish

Possible air brick/telescopic air vent to provide ventilation
below ground floor of main house. Final specification TBC
onsite by BCO.

Final kitchen design and layout of appliances to
specialist design. Please refer to specialists

drawings for exact locations.

Soil vent pipe to be boxed in with timber studwork
packed min. 25mm of unfaced mineral wool absorbant
material - min. density 10kg/m3 wrapped around pipe.
SVP to include rodding points. Access panels required.

200x150x10
RHS COLUMN

200x150x10
RHS COLUMN203x71 UC WITH 8MM PLATE WELDED

TO TOP FLANGE OVER

PROFILE STARTER KIT TO
EXISTING MASONRY

Raised treated timber decking with 1100mm high
balustrade with balusters no more than 99mm apart.

Final specification TBC by client.

CATNIC CG90/100
CATNIC CG90/100

HD

30L/S

SD
15L/S

FD30

FD30

FD30

SD

15L/S Soil vent pipe to be boxed in with timber studwork packed
min. 25mm of unfaced mineral wool absorbant material -
min. density 10kg/m3 wrapped around pipe. SVP to
include rodding points. Access panels required.

Existing below ground draiange system inspection
chamber. Contractor/piling specialist to ensure
foundation design allows for build over. Confirm design
with BCO.

NEW CONCRETE SLAB AND PILING TO
SPECIALIST DETAILS

EXISTING ASSUMED DOWNSTAND BEAM TO
BE EXPOSED AND SIZE CONFIRMED WITH

S.E

RWP New RWP to connect into existing below ground
drainage. TBC onsite by contractor.

3NO 50 X 225 C24 OVER

STAIR CONSTRUCTION
13 Risers - Going 240mm - Rise 200mm

Handrail will be provided at 900-1000mm above
string line to stairs. Banisters to have max 99mm gap

between. All to be checked on site prior to the
fabrication or installation of the stairs. INTERNAL WALL CONSTRUCTION

- 50 x 100mm timber studwork @ 400mm c/c with
head and sole plate and noggings at 1/ 3 height

- Min 50mm (recommended 100mm) Rockwool Flexi
insulation added between

- 12.5mm Gyproc wallboard plasterboard
- 3mm skim coat of plaster

745 1160 749
870 1129

CONFIRM IF WALL IS LOADBEARING PRIOR
TO REMOVAL

Sanitaryware layout TBC by client onsite. All
above ground ground to connect into existing
soil stack.
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SMOKE DETECTION
Mains operated linked smoke alarm detection system to BS EN
14604 and BS 5839-6:2019 to at least a Grade D category LD3
standard to be mains powered with battery back up to be placed
on each storey with an additional interlinked heat detector at
ceiling level in kitchens if required by BCO. Smoke alarms should
be sited so that there is a smoke alarm in the circulation space
on all levels/ storeys and within 7.5m of the door to every
habitable room. If ceiling mounted they should be 300mm from
the walls and light fittings. Where the kitchen area is not
separated from the stairway or circulation space by a door, there
should be an interlinked heat detector in the kitchen.

INTERNAL WALL CONSTRUCTION
- 50 x 100mm timber studwork @ 400mm c/c with

head and sole plate and noggings at 1/ 3 height
- Min 50mm (recommended 100mm) Rockwool Flexi

insulation added between
- 12.5mm Gyproc wallboard plasterboard
- 3mm skim coat of plaster

Sanitaryware layout TBC by client onsite. All
above ground ground to connect into existing
soil stack.

Dummy wall studwork partition with inset
shelving to fill void between the staircase

and the wall. Joinery design TBC onsite
with client.

STAIR CONSTRUCTION
13 Risers - Going 235mm - Rise 200mm

Handrail will be provided at 900-1000mm above
string line to stairs. Banisters to have max

99mm gap between. All to be checked on site
prior to the fabrication or installation of the

stairs.

ASSUMED SPAN OF
FIRST FLOOR JOISTS

ASSUMED SPAN OF
FIRST FLOOR JOISTS
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MONO PITCHED ROOF CONSTRUCTION  (0.15 U-Value)
- Roof tile (to client specification)
- 25 x 25mm treated softwood tiling battens as per
existing
- Tyvek breather membrane (or similar) draped over
battens with min 25mm cavity
- Roof rafter as per structural engineers specification
- 120mm Celotex XR4000 inserted between the joists
(min 50mm clear cavity created)
- Celotex PL4050 (50 + 12.5mm) (62.5mm) with
integrated VCL
- 1000 Gauge VCL layer (if insulated plasterboard not
used)
- 3mm Skim coat with painted finish

50 X 150 C24 RAFTERS @
400 CENTRES 50 X 175 C24 TIMBER SOLE PLATE BOLTED

TO MASONRY USING H12 RESIN ANCHORS &
HILTI HY-270 RESIN AT 400mm CENTRES

TRIPLE UP EXISTING TIMBER FLOOR JOISTS
BENEATH ALL NEW STUDWORK WALLS
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FOUNDATION/PILING AND GROUND FLOOR STRUCTURE TO
SPECIALIST/STRUCTURAL ENGINEERS DESIGN. REFER TO
THEIR DESIGN FOR DESIGN AND SPECIFICATION. DRAWING
SHOWN INDICATIVELY.
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FD30

Heat detector to be mains operated and
interlinked with smoke alarms.
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31
20

New
manhole
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externally
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Y junction
Existing sewer 100mm dia

Key - Building Regulations

FD30 Fire rated door (30 mins)

FD20 Fire rated door (20 mins)

SD Smoke detector

HD Heat detector

15L/S 15L/S Extraction (bathroom/utility
general)

30L/S 30L/S Extraction (kitchen hob cover)

60L/S 60L/S Extraction (kitchen other)

RWP Rainwater pipe

SVP/SS Soil vent pipe/stub stack

GULLY Gully

Boiler

Electrical consumer board

Gas/Electric meterG/E

IC Inspection Chamber

Key - Annotations

+0.000 Levels

WC: Window cill height

WH: Window head height

DH: Door head height

B: Beam height

Existing wall

Where Puzzle Architecture have not conducted the
measured survey or produced the planning design, the
accuracy of all survey data/ information relating to the
existing structure, is the responsibility of the original
designer/client.

REFER TO STRUCTURAL ENGINEERS
DRAWINGS AND CALCULATIONS FOR
ALL STRUCTURAL INFORMATION. ANY
STRUCTURAL INFORMATION SHOWN
ON DRAWINGS BY PUZZLE
ARCHITECTURE IS INDICATIVE AND
MUST BE CHECKED AGAINST THE
STRUCTURAL ENGINEERS DESIGN.

ELECTRICAL/MECHANICAL/LIGHTING
LAYOUTS TO BE CONFIRMED ONSITE
BY CLIENT AND SPECIALISTS.

IT IS THE CONTRACTORS/CLIENTS
RESPONSIBILITY TO ENSURE THAT ALL
WORK ONSITE COMPLIES WITH
PLANNING POLICY AND BUILDING
REGULATIONS. WHERE WORK IS
COMPLETED ON A BUILDING NOTICE,
THE CONTRACTOR MUST ENSURE
THAT THE DRAWINGS ARE COMPLIANT
AND REPORT BACK TO PUZZLE
ARCHITECTURE.

IT IS THE CLIENTS RESPONSIBILITY TO
ENSURE THAT ALL NECESSARY PARTY
WALL AWARDS ARE IN PLACE PRIOR
TO COMMENCEMENT OF THE WORK.
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General Notes

1. All dimensions are to be checked onsite. Do not scale from these drawings.
2. Structural information on drawings is shown for quick reference only. Refer

to Structural Engineers drawings and calculations for construction
information.

3. Building Regulations compliance is the responsibility of the contractor.
4. Where Puzzle Architecture have not conducted the measured survey or

produced the planning design, the accuracy of all survey data/ information
relating to the existing structure, is the responsibility of the original
designer/client.
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