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Existing sewer 100mm dia
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Pea shingle around
pipe (as required)

Piles adjacent to a pipe must
be founded at a level not less
than 1.5m below the underside
of it. Any frictional resistance
of the pile above a line drawn
upwards at 45 degrees from
the underside of the pipe
should be ignored when
calculating the load carrying
capacity of the pile.

CFA piling only. Pile
foundation to specialist design.
Final depths TBC by specialist.
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All dimensions to be site checked

Rev Date Description

Drawing Ref

Date

Drawing No Rev

Drawn Checked Scale

Project No

puzzlearchitecture.co.uk
contact@puzzlearchitecture.co.uk

Project

General Notes

1. All dimensions are to be checked onsite. Do not scale from these drawings.
2. Structural information on drawings is shown for quick reference only. Refer

to Structural Engineers drawings and calculations for construction
information.

3. Building Regulations compliance is the responsibility of the contractor.

B Regs
Drainage Design

10 Waterman Way, Wapping

Loft Conversion and Extension

08.22.WW 107 F

LC LC See details 06.07.23

A 12.08.22 General amendments to suit plans check

B 02.06.23 Foundation design updated to suit piling design

Drainage Plan 1:30 @ A3 Foundation Section 1:20 @ A3

FINAL DRAINAGE DESIGN TBC ONSITE BY
CONTRACTOR/SPECIALIST. CONFIRM ALL
REQUIREMENTS WITH THAMES WATER PRIOR TO
COMMENCEMENT. ALL WORK TO BE CARRIED OUT
INLINE WITH THE RELEVANT DESIGN GUIDELINES.

C 21.07.23 General revisions to suit comments

D 23.08.23 Distance from sewer to pile added

E 30.08.23 Existing pipe amended to suit site checks

F 30.08.23 Dimensions amended
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